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21” COLOR MONITOR WITH 4 CAMERAS
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	 Monitor

 Camera

CRT Type

21 Inch

Image Device

Color 1/4" CCD

Input Signal

Composite Video, Sync. Negative

Scanning

2:1 Interlace

Scanning System

NTSC : 525 Lines, 60 fields per second

Scanning System

NTSC

Resolution

450 TV Lines at Center

Sync System

Internal

Camera Input

4CH DIN and BNC

Horizontal Resolution

380 TV Line

Sequential Switching

Yes

Video Output

VBS 1.0 Vp-p

Channel Skip

Yes (Manual)

Audio

Two Way

Quad Splitter

4CH Quad

Min Illumination

1.0 Lux F1.2

Alarm In

Yes

Lens Interface

C-Mount

Alarm Hold Time

1 to 59 seconds

S/N Ratio

50dB More

Audio

2 Way

Gamma Characteristics

0.45

Power Source

90 ~ 240V AC 50/60Hz, 75w

Output Terminal

6Pin MIni Din

Dimension

19.5(W) x 17.7(H) x 19.1(D) inch
Input Voltage

Mini Din DC 12V

*Above specifications and design subject to change without notification
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System includes:


21” High Resolution Color Monitor with Built-In Quad Processor


4 Color Cameras 


4 Cables (60’ DIN for Power, Video, and Audio)


Camera Mounts, Lens, and Hand-Held Remote Controller








